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NEMATYPE K JIC

JN4XSS Series

STANDARD FEATURES

* Wall mounting flange / feet

* Watertight urethane gasket

e Stainless steel clamps and screws

* Four #10-32 weld nuts for optional mounting panel
* Grounding studs on inside of box and cover

DESIGN OPTIONS

» Painted steel and stainless steel mounting panels
* Laser cut entries or cut-outs

* Terminal blocks or other component assembly

* Swing panel / dead front panel

* Padlock provisions

¢ Quick release latches

* Epoxy paint or powder coating

e Custom sizes

¢ 12 gauge material thickness

MATERIAL

e 12 and 14 gauge / Type 304 or 316L stainless steel
e Stainless steel hardware
e #3 / #4 brushed finish

CERTIFICATIONS

NEMA Type 3, 3R, 4, 4X, 12 & 13
UL50 c us
cULus Listed LISTED

Authorized Distributor:

\WESCHLER INSTRUMENTS
phone: 800-903-9870 440-378-6580
fax: 800-903-9590 440-238-0660
www.weschler.com info@weschler.com

Lift-0ff Clamped Cover Enclosure

Adalet’s JN4XSS series wall-mounted JIC enclosures are designed to provide protection, indoors and outdoors, against dust,
dirt, oil and water for items such as pneumatic or hydraulic instruments, transformers, and junction wiring. These enclosures are
suitable for use in areas such as petrochemical plants, dairies, breweries, food processing areas and similar environments where
they are subject to frequent high pressure hosing and generally wet conditions. They are also designed for use in areas where
severe corrosion problems exist. Type 316L stainless steel enclosures are also suitable for use in offshore applications.

©Adalet ADALET ENCLOSURE SYSTEMS
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STAINLESS STEEL 304 or 316L
JN4X-JIC Wallmount, Single Door Enclosure - Continuous Hinge / Clamped Cover / Mounting Tabs

CAT. NUMBER GAUGE AOUTSII;E DlM.c MGOUNTII:IG lﬁLAMPS;\l CI(_)/:\I_I¥IP SHIP(II’-II;\IS? WT. pXQ;\lf\jlb, PSNEL DIl\éIENSIOI\::S
JN4XS5-060403 16 6 4 3 6.75 2.00 3.00  2.00 3 3.2 06P04 488 | 288 2.55
JN4XSS-060404 16 6 4 4 6.75 2.00 3.00 @ 2.00 3 35 06P04 6.88 @ 488 3.55
JN4XSS-060604 16 6 6 4 6.75 4.00 3.00 = 3.00 3 45 06P06 488 | 288 3.55
JN4XSS5-080604 14 8 6 4 8.75 4.00 400 = 3.00 3 5.3 08P06 488 | 4.88 3.55
JN4XS5-080804 14 8 8 4 8.75 6.00 400 = 4.00 3 6.2 08P08 6.88 @ 6.88 3.55
JN4XSS-100804 14 10 8 4 10.75 6.00 1.63 = 4.00 4 8.7 10P08 6.88 6.88 3.55
JIN4XSS-121005 14 12 10 5 12.75 8.00 363 263 6 13 12P10 8.88 6.88 4.55
JN4XSS5-080606 14 8 6 6 8.75 4.00 400 = 3.00 3 6.2 08P06 1088 = 8.88 5.55
JN4XS5-080806 14 8 8 6 8.75 6.00 400 = 4.00 3 20 08P08 688 @ 6.88 5.55
JN4XSS-100806 14 10 8 6 10.75 6.00 163 = 4.00 4 11.2 10P08 8.88 6.88 5.55
JN4XSS-101006 14 10 10 6 10.75 8.00 163 = 263 6 13.5 10P10 883 888 5.55
JN4XSS-121006 14 12 10 6 12.75 8.00 363 263 6 15 12P10 1088 = 8.88 5.55
JN4XSS5-121206 14 12 12 6 1275 | 1000 | 3.63 @ 3.00 6 17.5 12P12 1088 = 10.88 @ 5.55
JN4XSS-140806 14 14 8 6 14.75 6.00 3.63 | 4.00 4 17.7 14P08 1288  6.88 5.55
JN4XSS-141206 14 14 12 6 1475 | 1000 | 3.63 = 3.00 6 18.1 14P12 12.88 = 1088 @ 5.55
JN4XSS-161406 14 16 14 6 16.75 | 1200 | 1.63 @ 4.13 7 22.1 16P14 1488 = 12.88 @ 555
JN4XSS-121008 14 12 10 8 12.75 8.00 363 263 6 21.8 12P10 1088 = 8.88 7.55
JN4XSS-141208 14 14 12 8 1475 | 1000 | 3.63 @ 413 6 19.1 14P12 1288 | 10.88 = 7.55
JN4XSS-161408 14 16 14 8 1675 | 1200 | 1.63 = 413 7 26.7 16P14 1488 = 12.88 @ 7.55
JN4XSS-161410 14 16 14 10 | 1675 @ 1200 | 163 = 413 7 27.1 16P14 1488 @ 12.88 @ 955
JN4XSS-202010 14 20 20 10 | 2075 @ 1800 | 3.63 = 3.63 9 48 20P20 1888 = 1888 = 9.55
NOTE For Type 316L stainless steel enclosures, add 6 after SS. (i.e. INAXHSS6) Measurements in inches
* All JINAXHSS6 316L boxes and covers are 14 gauge
SEND ORDERS TO ORDERS@ADALET.COM @

T: 216.267.9000 | F:216.267.1681 | info@adalet.com ©Adalet
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Enclosure Window Kits

Adalet’s EWK Series window kits are designed to be used on Increased Safety (protection type ‘e’) and general purpose NEMA Type 4, 4X, 12 &
13 enclosures. These window kits are easily installed by making a cutout in the enclosure door and securing the window and frame in place. The
window frames are available in Type 304 and 316L stainless steel. These window kits are stronger than Lexan with shatterproof soda-lime glass
that will not cloud or scratch. The silicone gasket provides a water, oil and dust-tight seal around the perimeter of the window and frame. All
mounting hardware is provided. Alternate window sizes and materials are available, please consult factory for information.

STANDARD FEATURES

¢ Type 304 or 316L stainless steel frame and retaining plate

¢ Installed on any stainless steel enclosure 12-16 gauge material
* Watertight silicone gasket

¢ Stainless steel hardware

* Tempered plate glass

¢ Various sizes from 3x3 through 24x24

MATERIAL

e 12* x 16 gauge / Type 304 or 316L stainless steel
¢ Stainless steel hardware
e #3 / #4 brushed finish

*12 gauge application require custom modifications

CERTIFICATIONS

NEMA Type 3, 3R, 4, 4X, 12 & 13
UL50 C@US

cULus Listed LISTED 4375

D (REQ'D WINDOW CUTOUT)
SS 304 VIEWING AREA CUTOUT FRAME SIZE \___________ B (WINDOW OPENING)
Catalog Number A B C D E F
EWK-0303SS6 3.00 3.00 4.81 4.81 6.50 6.50
EWK-0503556 5.00 3.00 6.81 4.81 8.50 6.50
EWK-0505556 5.00 5.00 6.81 6.81 8.50 8.50
EWK-0703556 7.00 3.00 8.81 4.81 10.50 6.50 E T
EWK-0707SS6 7.00 7.00 8.81 8.81 10.50 10.50 I§‘ §
EWK-0905556 9.00 5.50 10.81 7.31 12.50 9.00 g % g
EWK-0909556 9.00 9.00 10.81 10.81 12.50 12.50 % g %
EWK-1111SS6 11.00 11.00 12.81 12.81 14.50 14.50 % § §
EWK-1303SS6 13.00 3.00 14.81 3.81 16.50 6.50 E §
EWK-1308556 13.00 8.00 14.81 9.81 16.50 11.50 E §
EWK-1313556 13.00 13.00 14.81 14.81 16.50 16.50 °
EWK-1515556 15.00 15.00 16.81 16.81 18.50 18.50
EWK-17055S6 17.00 5.50 18.81 7.31 20.50 9.00
EWK-1711SS6 17.00 11.00 18.81 12.81 20.50 14.50 /
EWK-1717556 17.00 17.00 18.81 18.81 20.50 20.50 E 'g
EWK-2315556 23.00 15.00 24.81 16.81 26.50 18.50 g ‘i‘
EWK-2424SS6 24.00 24.00 25.81 24.81 27.50 27.50 :|
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